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Double internal-external positioning
facility, rotation through 355°, minimal
visual impact and vast range of
personalised lighting possibilities,

are the main features of this highly
innovative luminaire.

The vast and modular applications

of Pixel plus makes it an ideal product

for a wide variety of environments
such as exhibition halls, shop
windows, commercial areas, show
rooms wherever a flexible and
articulated lighting system is
required to provide atmospheric
lighting effects.

Small body

Medium body



Pixel Plus
The product has been awarded

the following prize:
- iF Design Award 2002

Large body Can be installed onto Spill ring LED version Accessory for Refractor for elliptic Coloured filters
modular panelling wall-washer effect distribution of the
light flow
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design iGuzzini

Pixel Plus

iGuzzini

DOWNLIGHTER

Front frame connected ~ Ergonomic tab for aiming ~ Accessory for

to the reflector and lamp adjustment wall-washer effect Double-adjustability

Photo: Giuseppe Saluzzi

Cagliari - Italy: Civic Art Gallery
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® Recessed luminaires with
professional optics made of
aluminium and thermoplastic
material.

e Double adjustability: internal (40°)
and external (65°) with respect
to horizontal plane with continuous
friction; 355° rotation around
vertical axis.

¢ Developed in 3 sizes for halogen,
discharge and LED light sources.

e Available in models with discharge
lamps equipped with high-

performing optics (ECA compliance).

e High-performing LED versions with
warm white (3100K) and neutral
(4200K) monochromatic emission

complete with electronic control gear.

e Narrow and medium-beam
LED optics with plastic lenses.

e The control gear for discharge
versions is contained in special
boxes to be ordered separately
(except for models with HIT (G8.5)

lamp with built-in electronic control

gear); compliance with norms is not

guaranteed when using control

gears not present in this catalogue.
¢ Recessed in false ceilings with

thickness from Tmm by means

of special steel torsion springs.

e The minimum dimensions of the
installation compartment are shown
in the product’s instruction sheet.

e The technical characteristics
of the fitting comply with
EN60598-1 standard.

* |P20

e |P23 for visible body of fitting after
installation (IP43 with glass)

o [ seal

e ENEC approval

e Class of Insulation I/1I/111
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Available in colours 05-06-09-24

R
140

Spill-ring
9545
for 4265

Available in colour 04

Electronic safety transformer

5580 20-60 W 230/12 V Top

5582 50-105 W 230/12V  Top e —
5581 10-60 W 230/12 V St )
5583 35-106 W 230/12V St 178-238
ENAWYASE)

Further technical information

on page 814

Pixel Plus DOWNLIGHTER
iGuzzini
@3 Patented
code lamp
Low voltage downlight small body Imax-12500 cd Lux
4264 50W 12V QR CBC 51 “ hood Em Emax 8
@W 2 0.3 2530 3125
P4z [3] —
4 0.7 632 781 2110
6 1 281 347
Kg. 0,30 £ ww oo
(QR-CBC 51-GU5,3| a=10° 8 14158 195 8 100
Imax=4400 cd Lux
“ h d Em Emax
2 07 909 1100
4 1.4 227 275
1_@ 6 2.1 101 122
50 W
QR-CBC 51- GU5,3| i=24° 8 28 57 69
Imax=2200 cd Lux
" h d Em Emax
2 1.4 462 535
4 28 115 134
{@ 6 4.1 51 59
50 W
QR-CBC 51- GU5,3| =38° 8 55 2 33
Low voltage downlight small body mex=684 ed/Kim LuoxiKim
4265 75W 12V Qr 12 FN hod Em Emax gJ
@W 1 15 464 684
1p23 [3]
2 3 116 172 W
Kg. 0,30 o 3 45 52 77 o
==& 4 6 29 43
QT 12-GY635 | o=74° 8 100
accessories and components
code power type code power type
Coloured filters Casing for concrete ceilings
8658 5227 9519
for 4264 i

Available in colour 00

The aluminium casing must be placed
inside the form before casting the
concrete. The casing cannot contain
either the accessory box for
discharge lamps or transformers.

Electronic safety transformer

5586 50-200 W 230/12V Top
5587 50-200 W 230/12V St
5584 20-60 W 230/12V St
55685 50-1056 W 230/12V St
ENAYAE)

Further technical information

on page 814
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design iGuzzini iGuzzini

/N & Patented

{ J

\\_77//

01 15

code lamp optic
Downlight medium body with Imax=21482 od Lux X
monochromatic LED “ hd Em Emax c{ &

4659 6x2,2W neutral white S 2 02 4107 537 e
4660 6x2,2W warm white S 4 04 1027 1343
4661 6x2,2W neutral white M 6 06 456 597 oo
4662 6x2,2W warm white M 132 W Noutral 5125
o 8 08 257 336
Neutral white = 4200K
P43 [3] Warm white = 3100K
Imax=7006 cd Lux
Complete with electronic “ h d Em Emax
COmpOnentS 2 0.4 1316 1752
Kg. 0,90 4 08 329 438
6 13 146 195
LED LED neutral white IRC 75 1814 W Neutral :
LED warm white IRC 85 o [t 8 17 82 109

Downlight medium body with maxBstbed e
monochromatic LED “ - [ 7| hod o Em Emax 81&

M350 12x1,6 W neutral white S 2 04 1556 2079 5
M351 12x1,6 W warm white S 4 08 38 520 ?
M352 12x1,6 W neutral w_hlte M 6 13 13 23 >
M353 12x1,6 W warm white M 204 W Noutral 5125
8 1.7 97 130
Neutral white = 4200K N
P43 3] Warm white = 3100K
Imax=4508 cd Lux
Complete with electronic " h d Em Emax
components 2 07 847 127
Kg 1,00 4 1.4 212 282
LED LED neutral white IRC 75 204 W Newtal ! oo
LED warm white IRC 85 o (e 8 28 5 70
Downllght med|um body Imax=6465 cd/KIm - Lux/KIm
for metal halide lamps “ * : ohod Emo Emax &
with electronic control gear 2 04 1204 1616 -
4278 20W HIT (G8,5) S 4 08 301 404 TR
4266 35W HIT(G85 S 6 13 13 180 ’
42 70W HIT v '
68 0 (G8.5) S et . 8 17 75 101 P
m HIT- G855 =12 8125
1P43
Kg. 0,80
Downllght medium body Imax=875 cd/KIm . Lux/KIm
for metal halide lamps with ﬂ o’ [ ST o nd Em o Emax
electronic control gear 108 641 85
4279 20W HIT (G8,5) F 2 16 160 219
4267 35W HIT (G8,5) F 500 s 24 1 9
4269 70 W HIT (G8,5 F oW )
W m ( ’ ) HIT CDM-TC - G8,5| cx=44° = 4 3.2 40 55
1P43
4279 4267 4269
Kd. —~am A on A an

0,90 0,80 0,80

Low voltage downlight medium bod Imax=17346 cd/Kim Lux/Kim
a270 00w 1zvar1z s | W L ] 6 e e EMJ

132
—

2 03 3144 4337

OV paal] 4 06 786 1084 .
17599 #5136
Kg. 0,50 ow 6 08 349 482
ar12- v ~ L 8 11 196 271 [P
12-GY6,35 =8 o 125
Low voltage downlight medium body Imax=1692 cdflim _ LuxKim
a211 00w 12v ariz F PN [= b d Em Emax

1 06 1205 1592

DOV 1pas 3]
Kg. 0,50 jng}

QT12-GY635 | o=32°

2 11 301 398

3 17 134 177

4 23 75 100
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Accessory code 4494 for wall-washer effect
ensures uniform wall washing

Pixel Plus DOWNLIGHTER
accessories and components
code
Refractor for elliptical distribution Imax-1860 cdkim ___C75-295|LuxKim
°| h d1 d2 Em Emax

of the light flow
1191
for 4266-4268-4270-4278

1 06
2 13

3 19
BW

HIT - G8,5

Available in colour 24

4 25 08

a=35°/12°

0.2 1236 1644
0.4 309

0.6 137

77

41

183

103

Imax=717 cd/KIm €90-270) Lux

Wall-washer effect glass
4494
for 4267-4269-4271-4279

3
|

A

90°

Available in colour B7 |

08 2 5 14 37 58 37 14 5 2 08

2—2—5—11-26-60-92-60-26—11—5—2—

3 6 14 38 72 90 72 38 14 6 3

o w—a—zlz—19—35—57—7‘1—57—3‘649—8747
B =1 5 11 18 30 44 56 44 30 18 11 5 Data refers to fixtures
HIT- G85 o | installed at 1 m from the wall
m -2 -1 0 1 2 3
Coloured filters Casing for concrete ceilings
4491 9548

for 4266-4267-4270-4271-4278-4279

Available in colours 05-06-09-24

UV filter
4497
for 4266-4267-4268-4269-4278-4279

Available in colour 24

Spill-ring

9546

for 4266-4267-4268-4269-4270-4271
4278-4279

Available in colour 04

code power type
Electronic safety transformer
5580 20-60 W 230/12 V Top
5582 50-105 W 230/12V Top g
5581 10-60 W 230/12 V St s I%
5583 35-106 W 230/12V St 178-238
ovWwWave
Further technical information
on page 814
P
151> - ~—

for 4270-4271
Available in colour 00

The aluminium casing must be placed
inside the form before casting the
concrete. The casing cannot contain
either the accessory box for
discharge lamps or transformers.

code power type
Electronic safety transformer

55686 50-200 W 230/12V Top
5587 50-200 W 230/12V St
5584 20-60 W 230/12V St
5585 50-105W 230/12V St
ENARAEIA:]

Further technical information

on page 814
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Pixel Plus DOWNLIGHTER
design iGuzzini iGuzzini
m @3 Patented
\\ “ .
AN .
01 15
code lamp optic
Downlight large body low voltage Imax-30000 cd Lux
4276 76W 12V QR 111 “ hood Em Emax
2 03 5592 7500 2
OV s ) 4 07 1398 1875
Kg. 1,00 3@ o 6 1 621 833 s
P P 8 1.4 349 469 @
% 195
Imax=5300 cd Lux
“ |90° / h d Em Emax
2 09 m01 1325
4 1.7 275 331
}d}) 6 26 122 147
QR111-G53 | a=24° 8 34 69 83
Imax=2000 cd Lux
" h d Em Emax
2 1.4 376 500
4 2.8 94 125
}@ 6 4.1 42 56
QR 111- G53 a=45° 8 55 2 31
Downlight large body for halogen lmex=549 ed/Kim LuoxiKim
lamps with mains voltage ﬂ hd Em Emax .
4277 150 W QT 32 F 11 652 849 5
2 2 163 212
@ 1p23 [3]
sow 3 29 72 95 205
Kg. 1,10 B 4 39 M@ 54 o>
195
components
code power type code power type
Electronic safety transformer Electronic safety transformer
5580 20-60 W 230/12V Top 5586 50-200 W 230/12V Top
e e 5582 50-105 W 230/12V Top @l Iy ﬁ 5587 50-200 W 230/12V St
—— 5581 10-60 W 230/12 V St _— 3 5584 20-60 W 230/12 V St
! 5583 35-106 W 230/12V St 178-238 5585 50-105W 230/12V St
ovVWwWave EINVARAE!
Further technical information Further technical information
on page 814 on page 814
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Pixel Plus DOWNLIGHTER
iGuzzini
@3 Patented
code lamp optic
Downlight large body for metal halide lamps MU e im mos i
with high-performance reflector “ om hod Em Emax -
M185 20W  HIT (G8,5) S ore 204 1799 2251 Q
35W HIT(G85) S e 4 08 40 563
70W  HIT (G8,5) S Fr1AF245°3-698 6 13 200 250 T
M186  20W HIT (G8,5) F
35W  HIT (G8,5) F o |wroomrc ces/ otz g oo P
70W  HIT (G8,5) F 0195
CIE Lux/KIm
W 1Pas 3] g :zl—h:bn—mn—wo—sa h d Em Emax
ore 2 11 590 705
Kg. 1,10 ET*?EZZ: 4 21 147 176
. F*14F"24F*3=999 6 32 66 78
= 8 43 37 44
HIT COM-TC - G8.5 | x=30°
Downlight large body for metal halide max-1563 cdkim_ o sk
lamps with high-performance reflector “ ) Lo oo hood Em Emax .
4658 20W  HIT (G12) S re 2 03 2007 384 5]
35W  HIT(G12 S o 4 06 9 96
70W  HIT(G12) S —
150W  HIT(G12) S | v °oor oo 9205
> 8 11 187 249
W s m HIT-CMH-T-G12 | a=8§ ﬁG-IB)s
Kg. 1,10
Downlight large body for metal halide Imax=4979 od Kim LKim
lamps with visual comfort reflector “ hood Em Emax .
4272 20W HIT (G12) S 2 04 984 1243 <
3B5W HIT (G12) S 4 08 26 3N
70W  HIT(G12) S _—
150W  HIT(G12) S coEme ™ o208
4273 20W  HIT(G12) F o luroowron fot g v e >
35W HIT (G12) F 0195
70 VV H |T (G ‘l 2) F Imax=918 cd/KIm €90-270|Lux/KIm
150\/\/ HlT (G12) F g \90° h d1  d2 Em Emax
107 07 685 907
W ipas 3] 2 14 13 171 227
3 21 2 76 101
K . 150 W
9.1.10 4 28 27 43 57
HIT COM-T- G12 | x=38°
Downlight large body for white son lamps Imax=4304 cdKim LdKim
4274 35W HST s | 1N b4 Em o Emax .
50 W HST S 2 03 824 1076 ~
100 W HST S 4 07 2068 269
4275 gg w :§$ E ow 6 192 120 “g205
100W HST F HST-PG121 | a—10° 8 14 82 57 [P
195
W P23 II‘ Imax=604 cd/KIm Lux/KIm
! ! h d Em Emax
Kg. 1,00 108 444 604
2 1.7 M 151
0w 3 25 49 68
4 3.4 28 38
HST - PG12-1 o=46°
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Pixel Plus

iGuzzini

For products with high performance
reflector it is recommended not to
use accessories in order to maintain

DOWNLIGHTER

the LOR unchanged.

accessories

code power

Refractor for elliptical distribution
of the light flow

1192

for 4272-4276-4658

Available in colour 24

Imax=1272 cd/KIm

€0-180

Lux/KIm

°l h d1 d2 Em Emax

150 W

1 09 03 956 1264
2 19 05 239 316

3 28 08 106 140

HIT CDM-T- G12 | o=50°/ 15°

4 37 11 60 79

Wall-washer effect glass
4495
for 4273-4276-4277

Available in colour B7

Imax=444 cd/KIm

€90-270

90°

150 W

2 l 16 50 131202 131 50 16 (‘S 2
277*1'6*39*95’213 3;7 213’95*39*1‘6*77
12 2|4 52 ‘\‘39 331 Atli3 331 1;9 52 2‘4 12
1 71572|5765—1;z 252 3;2 252 1;2—&572‘57157

16 36 73 120 181230 181 120 73 36 16 Data refers to fixtures
HITCOMT- G12 o | \ | | \ installed at 1T m from the wall
m -2 -1 0 1 2 3
Wall-washer effect glass HST max=508 cd/Kinn Co0270) g |Lex B — i

4496
for 4275

Available in colour 65

A

90°

100W

HST-PG12-1

1 :l-l 9 27 70107 70 27 9 3 1
27A*1|D*23*5‘6'121 1ls 121—5272371‘0747
7 1|4 31 8‘8 123 1;3 123 sla 31 1‘4 7
‘\79*1:7*33*6:3*98'1{\7'98*5:3*33*1:7*97

10 18 32 51 71 8 71 51 32 18 10

[
m -2 -1 0 1 2 3

Data refers to fixtures
installed at 1 m from the wall

Coloured filters
9537
for 4272-4273-4276-4277-4658

Available in colours 05-06-09-24

UV filter
4498
for 4272-4273-4658-M185-M186

Available in colour 24

Spill-ring

9547

for 4272-4273-4274-4275-4276
4277-4658

Available in colour 04

Casing for concrete ceilings
9549
for 4276-4277

Available in colour 00

The aluminium casing must be placed
inside the form before casting the
concrete. The casing cannot contain
either the accessory box for
discharge lamps or transformers.

components

530

code power

Electronic control gear
4466 for 35 W

Weight kg. 0.320 Dim. 225x60x37 h.

4467 for 70 W

Weight kg. 0,350 Dim. 185x90x37 h.

4465 for 150 W

Weight kg. 0,350 Dim. 185x90x37 h.

Available in colour 00

Control gear complete
with capacitor
4468 for 35 W HIT

Weight kg. 1,450. Dim. 257x92x70 h.

4469 for 70 W HIT

Weight kg. 1,700. Dim. 257x92x70 h.

4470 for 150 W HIT

Weight kg. 2,550. Dim. 332x110x77 h.

Available in colour 00

code power

Control gear complete

with capacitor

4474 for35W  HST
Weight kg. 1,550. Dim. 332x110x77 h.
4475 for50 W HST
Weight kg. 1,550. Dim. 332x110x77 h.
4476 for 10OW  HST
Weight kg. 1,950. Dim. 332x110x77 h.

Available in colour 00

Control gear complete

with capacitor and ignitor

with controlled pulses

4471 for 35 W HIT
Weight kg. 1,450. Dim. 257x92x70 h.
4472 for 70 W HIT
Weight kg. 1,700. Dim. 257x92x70 h.
4473 for 150 W HIT
Weight kg. 2,550. Dim. 322x110x77 h.

Available in colour 00





